
The white Pulsar is 1800W and will heat an enclosed indoor area of 85 - 160ft² from a height of up to 98” . The Black pulsar 
is 2400W and will heat enclosed indoor areas of 130 - 215ft² from a height of up to 2.8m. These areas are a guideline 
only and will be impacted by airflow and ambient temperatures. Dependent upon the property age/type, insulation 
levels and levels of airflow present, the number of heaters required and running times will vary. For larger domestic or 
commercial projects we recommend Herschel carry out a survey or detailed desktop assessment. Always refer to the 
installation instructions.
In areas with air movement/wind the directional Far Infrared spread may reduce by 1/3 to 1/2. In these areas we 
recommend mounting at the lowest height and proportionally increasing the number of heaters. 
The Herschel Pulsar rises to high temperatures in use and the unit must not be touched when power is applied. Do not 
place the emitting surface closer than 1m to any object or wall and sides and top no closer than 24” from any surface 
or wall.  
After switch off the elements remain hot for a considerable time and the unit should not be touched for a minimum of 
30 minutes. NEVER use the heater to ignite materials. Ensure supply voltage does not exceed 245 volts. It is not approved 
for exterior use.
The Herschel Pulsar is guaranteed against failure due to faulty materials or workmanship for 12 months from the date 
of purchase. In the unlikely event of failure of the unit within this time, the unit must be returned to Herschel for repair 
or replacement and excludes any cost of installation or consequential losses. The guarantee is invalid if the correct 
installation instructions have not been adhered to.

IMPORTANT

TABLE 1 2.40kW System 1.80kW System

Rated Voltage (V) 230 230
Rated Current (A) 11. 4 7. 5
Fuse/Circuit Breaker Rating (A) 16 10

RATED POWER PART NO. ELEMENTS FRAME

4 Ceramicx FTE Ceramic Elements

Unit size 11.9 x 15.0 x 31.5” - 62 lbs

Coated mild steel housing

Protection Class: IP20 (indoor use only)

2.4kW (4 x 600 W) IRPULSAR-2400B

IRPULSAR-1800W

Four white glazed ceramic elements

Four white glazed ceramic elements

Black coated mild steel body

White coated mild steel body1.80kW (4 x 450 W)

Pulsar
SPACE HEATING RANGE

The Pulsar is our zero light designer space heater which can be suspended from high ceilings. The Pulsar will directly 
warm people below the heater and so can be used in applications such as reception areas, restaurants and public areas. 
When used in smaller enclosed spaces such as hallways Pulsar will heat the zone and the room itself.

Pulsar is made in Ireland from high quality materials and is completely maintenance free. The heater takes around 10 
minutes to warm up and should be used in conjunction with the Herschel MD2 thermostat or equivalent.

The black Pulsar is higher power and more effective for space/zone heating applications. The white Pulsar is relatively 
low power and more suited to heating smaller rooms or as a supplementary heater to existing systems. 
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